
Thank you for choosing our gaming mouse. Please read the user manual carefully before and when you 

use this product.

PRO-GAM
ING 

       M
OUSE

PRO-GAMING MOUSE

Keys Function

1. Installation

2.Basic Settings

Mouse Usage

4.Light Settings 5. Macro Settings

Download the driver from www.deluxworld.com or the CD in the package, install the driver.

Note: Please make sure this mouse is already connected to computer when setting the functions in the 

driver.

Connect the mouse with your computer by USB port, it can work normally after detecting finished. If 

needed, you can set the button functions as followings.

Building up the Connection between Mouse and Receiver
If your mouse cannot work normally, you can try to build up the connection again between mouse and 

receiver, as following steps:

1. Keep the mouse in ON mode and with battery in correct direction.

2. Press the left, right, and middle button at the same time for about 1-3 seconds.

3. The light becomes blue and blicks to match code.

4. Then insert the receiver, the light turns green and blinks 3 times to indicate the success of connection.

5. If fails, the light will be red and blink 2 times and off. Repeat above steps and build up the connection again. These settings can be customized as below: DPI, X/Y axis Sensitivity, Refresh Rate, Pointer Speed, ACC��

3.Key Settings These functions can be customized as below: Click, Menu, Scrolling, Forward, Backward, Scroll up, Scroll 

down, Scroll left, Scroll right, Double click, Fire key, Assign a set of shortcuts, Select macro, Close button

function, Shift sensitivity, Multimedia, Windows, Basic function, Advanced function.

There are multiple choices under Shift sensitivity, Multimedia, Windows, Basic function, Advanced function.

More function settings are waiting for your exploration.

Lighting effect can be customized as below: LED effect modes, LED color, Brightness, LED speed.

Driver Setting

3. 5.

7.

4. 6.

9.8.

Mouse Manual x1

Compatibility

Product Features

Compatible with Windows 7, Windows 8, Windows 10, Mac OS (Only basic function, no software available)

Dual mode switch

2.4G+wired dual mode, switch freely between wired and wireless��

Eco-friendly rechargeable battery

M522GL delivers consistent performance through games after fully charged. Let you play with confidence.

Pro gaming sensor with PMW 3389 

1000/2000/4000/8000/16000DPI and up to 32000DPI set by software, advanced engine, quick response 

and uniform feedback.

Click            and type the name under“Macro Name”to create a macro command, 
click“Record”button and all your keystrokes and button presses will automatically 
register on the macro screen.  When you finish recording your macro commands, 
click“STOP”button to finish.

The Macro session allows you to input the delay in-between commands. 
In“Default delay”the delay in-between commands are registered as how it is entered. 
The“Record delay”uses a predefined time (expressed in seconds) as the delay. And 

“No delay”omits all the pauses in-between keystrokes and button presses.

The“Insert”button allows you to put in additional keystrokes, button presses or time
delays either before or after the selected command. A new display window will appear 
beside the list of macro commands. You may add in a new set of macro commands by 
clicking the button on the keystroke menu, or input time delays on the duration time 
field using the delay menu.
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CD (Optional) x1
PRO-GAMING MOUSE
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